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HDC1 ED

q Best tread durability and high 
 mileage due to a specialized compound.

q Self cleaning drive pattern design provides
 excellent traction and tread wear.

q Wingbase tread technology for improved belt 
 durability under demanding conditions.

q Special designed groove ground to avoid 
 casing damage.

q Reinforced belt and bead design minimizes 
 downtime and increases retreading rate.

q High-value casing provides the best basis for
 premium retreadability.

Recommended axle

Applications:
On/O� application
Drive position - Construction, Business waste management,
Logging operations

ContiTread is o�ered in HDC 1 treadliners for suitable Continental casings.

Technical data : ‘’No Liability Assumed!’’ Data acc. to DIN 7805/4, Wdk-Guidelines 134/2, 142/2, 143/14, 143/25
1) Load Index single/twin tyres fitment and Speed Symbol 2) TT = Tube Type, TL = Tubeless 3) For tyres pressures of 8.0 bar and over, use valve slit cover plates 

11R 22.5 HDC 1 ED 148/145K 16 TL K 110 1050 8.2527922.0 314 489 3200 700 6300 123 (8.5) 11600 123 (8.5)230

295/80R 22.5 HDC 1 ED 152/148K 16 TL K 110 1044 8.2529022.0 326 487 3185 900 7100 123 (8.5) 12600 123  (8.5)255

315/80R 22.5 HDC 1 156/150K 16 TL K 110 1076 9.0031222.5 351 500 3280 800 8000 131 (9.0) 13400 123  (8.5)351

Technical data and recommended tyre pressures
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05260010000 325/95R 24 HSC 1 162/160K 20 TT K 110 1250 8.5031318.0 360 566 3740 - 9000 16000 123  (8.5)123  (8.5)-
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