
31

HTR

Applications:

Motorway and Regional application
Trailer position
Container, General Cargo, Tanker

ContiTread is o�ered in HTR treadliners for suitable Continental casings.

q Wide tread area and wide shoulder ribs 
 reduce the wear under high lateral forces.

q High tread volume and a wear resistant 
 compound deliver high mileage.

q Numerous finite structured sipes 
 guarantee good grip even on wet road 
 conditions.

q The four layer belt package protects the 
 casing from punctures, reduces downtime 
 and increases the retread rate.

q High-value casing provides the best basis for
 premium retreadability.

Recommended axle

Technical data : ‘’No Liability Assumed!’’ Data acc. to DIN 7805/4, Wdk-Guidelines 134/2, 142/2, 143/14, 143/25
1) Load Index single/twin tyres fitment and Speed Symbol 2) TT = Tube Type, TL = Tubeless 3) For tyres pressures of 8.0 bar and over, use valve slit cover plates 

7.50R 1504140630000

04140660000

05722920000

HTR 135/133G 16 G 90

G 90

772 6.0021212.1 242 357 2355 - -

-

4360 123   (8.5) 8240 123   (8.5)

8.50R 15 HTR 143/141G 18 TT

TT

836 6.5023412.6 265 389 2550 - 5450 123   (8.5) 10300 123   (8.5)

11R 22.5 HTR 148/145L 16 TL L 120 1050 8.2527913.8 314 489 3200 500 6300 123   (8.5) 11600 123   (8.5)220

Technical data and recommended tyre pressures
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